





Linear sliding door

Our linear sliding doors run on roller bearings at the top and bottom of the
panel. With opening width options of 1500 mm up to 3000 mm. Can be used

together with our Safe Locks.

FLEXIBLE FIXING

Sturdy steel bases ensure a stable fixing and
at the same time aid opening and closing,
even on uneven floors.

Technical information

Telescopic Sliding Door
Frame: 30x20 mm

Wire: 3x3 mm

Mesh size: 100x20 mm

Linear Sliding Door
Frame: 30x20 mm
Wire: 3x3 mm

Mesh size: 100x20 mm

Opening width (mm)

750
950
1150
750
950
1150
1800
3000
1800
3000

Door height (mm)

1400

2200

1400

2200

ROLLER BEARINGS =HIGH STABILITY
The roller bearings have two functions,

the first being to increase stability, and
the second to enable the door to slide
easily and safely.

INTEGRATED RAIL WHEELS

The integrated rail wheels guide the sliding
door to its correct position when opening
and closing.

Minimum length required (mm)

1750
2150
2550
1750

2150 All sliding doors can be
2550 supplied with Safe Locks.

4900
7600
4900
7600




SKILL, QUALITY & EXPERIENCE

Highly stable sliding doors

The cornerstone of our product development encompasses safety and security.
Our sliding doors are no exception to this; roller bearings and floor mounts play an important part.
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