


Z-balk

Mesh cages as partitioning
36501208 Z-beams 1500 150 45
36501218 Z-beams 2400 150 45
36501228 Z-beams 3500 150 45

Beams
Pre-galvanised. 2 mm thick 
Pre-galvanised. 2 mm thick 
Pre-galvanised. 2 mm thick

Technical information

Our smart mesh ceiling solutions provide 
good visibility, while also letting in light and 
preventing unauthorised access.

MESH CEILING PANELS

Our Caelum system makes it easy to 
partition off a specific area. The entire 
system is modular, constructed of steel 
mesh panels and fully adaptable to suit 
most environments.
See the back page for more information.

STANDARD PANELS

Our enclosures are available with hinged  
doors with several lock options. Assa and 
Euro cylinders with or without electric strike  
locking are examples of functional and  
durable locks.

SEVERAL LOCK OPTIONS

The strong beam ensures a stable and  
secure ceiling structure. Widths of up to 
7000 mm are possible with our beams.

STRONG BEAMS

One of the most important features of our 
systems is simplicity. The beam and panels 
are assembled using smart fixings. Securing 
the ceiling in position is just as simple.

EASY ASSEMBLY

Our cages are a cost-effective and sound alternative to  
permanent installations and can be used as a complement to 
adjoining walls or structures. You can either construct walls 
up to the existing ceiling or choose a mesh ceiling for good 
visibility and as a means of preventing unauthorised access.

For further information about us and our products, please 
see www.troax.com

Standard ceiling versions are not suitable for walking on.

Beams can be cut and combined with one another to achieve the preferred length. Up to max. 7000 mm.

Art. no. Profile Length (mm) Height (mm) Width (mm)



Frame:	 30 x 20 x 1,25 mm 

Wire: 	 3.0 x 3.75 mm

Mesh:	 50 x 50 mm

Finish: 	 Powder-coated, Grey RAL7037

Also available in galvanised finish
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SKILL, QUALITY & EXPERIENCE
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Frame:	 19 x 19 x 1 mm

Wire: 	 2.5 x 2.5 mm

Mesh:	 50 x 50 mm

Finish: 	 Powder-coated, Grey RAL7037

Also available in galvanised finish

CAELUM

Technical information

Technical info UR350

DOORS

Technical info UX450

PANELS

Panels (mm) 	 Height	 Width

Panels 	  	 800 	 200

Panels 	  	 800	 300

Panels 	  	 800	 700

Panels 	  	 800	 800

Panels 	  	 800	 1000

Panels 	  	 800	 1200

Panels 	  	 800	 1500

Only available in UX450

Panels (mm) 	 Height 	 Width

Panels    		  2200  	 200

Panels    		  2200  	 300

Panels    		  2200  	 700

Panels    		  2200  	 800

Panels    		  2200  	 1000

Panels    		  2200  	 1200

Panels    		  2200  	 1500

Available in UR350 and UX450

Example of applications

See separate product sheet or contact one of our local sales teams.


