SAFE LOCK
LOCK UP, AND PLAY IT SAFE
AT TROAX, WE HAVE MORE OR LESS ONLY ONE THING IN MIND. SAFETY. AND MORE SPECIFICALLY, WE THINK OF SAFETY IN TERMS OF KEEPING PEOPLE, PROPERTY, AND PROCESSES SAFE.

OUR SOLID AND RELIABLE SAFE LOCK IS ONE OF THE TOOLS TO ACHIEVE THIS MISSION. IT IS DESIGNED TO PROTECT YOUR PERSONNEL AND TO KEEP YOUR PRODUCTION RUNNING.

AS SIMPLE AS IT MAY SEEM, IT WILL MAKE IT EASIER TO KEEP YOUR PERSONNEL SAFE AT ALL TIMES.

The Safe Lock is easily affixed to the panel frame using only two bolts.

A padlock can be used to prevent the door from being locked during maintenance operations.

Mount a blind rivet to prevent the Safe Lock from being defeated.

The escape release handle is designed to fit between the existing mesh apertures avoiding the need to cut any wires.
AT TROAX, WE HAVE MORE OR LESS ONLY ONE THING IN MIND. SAFETY. AND MORE SPECIFICALLY, WE THINK OF SAFETY IN TERMS OF KEEPING PEOPLE, PROPERTY, AND PROCESSES SAFE.

OUR SOLID AND RELIABLE SAFE LOCK IS ONE OF THE TOOLS TO ACHIEVE THIS MISSION. IT IS DESIGNED TO PROTECT YOUR PERSONNEL AND TO KEEP YOUR PRODUCTION RUNNING. AS SIMPLE AS IT MAY SEEM, IT WILL MAKE IT EASIER TO KEEP YOUR PERSONNEL SAFE AT ALL TIMES.

Mount a blind rivet to prevent the Safe Lock from being defeated.
The escape release handle is designed to fit between the existing mesh apertures avoiding the need to cut any wires.
The Safe Lock is easily affixed to the panel frame using only two bolts.
A padlock can be used to prevent the door from being locked during maintenance operations.

RELIABLE DESIGN. PROVEN QUALITY.
GET A CLOSER LOOK AT OUR SAFE LOCK!

WITH SEVERAL USEFUL FEATURES, THE TROAX SAFE LOCK IS BOTH EASY TO ASSEMBLE AND EASY TO USE. ALL IN ALL, A NEAT, SMART – AND SAFE – SAFE LOCK!

The Troax Safe Lock fits all of our machine guarding doors: hinged, sliding, telescopic, linear and folding.

The metal front cover can only be disassembled from the reverse side.

The screws are torx with pin for extra security.

A smooth, easy grip, knob for locking/unlocking of the Safe Lock.

The Safe Lock is supplied with brackets enabling you to use whichever switch you choose.

Padlock loops to secure the door in open position during maintenance.

The emergency release handle can only be activated from the inside.
THE SWITCH ACTUATOR IS MOUNTED IN THE SAFE LOCK AND WILL BE SUPPLIED TOGETHER WITH THE FIXINGS REQUIRED TO EASILY MOUNT THE SWITCH TO THE TROAX MACHINE GUARDING DOOR.

THE RESULT OF YOUR RISK ASSESSMENT WILL DETERMINE THE REQUIRED PERFORMANCE LEVEL REQUIRED OF YOUR SAFETY CONTROL SYSTEM. THE PERFORMANCE LEVEL IS A MEASURE OF THE RELIABILITY AND ARCHITECTURE OF A SAFETY FUNCTION USING A SCALE FROM “a” TO “e” WITH “e” BEING THE HIGHEST LEVEL. TO CALCULATE THE PERFORMANCE LEVEL OF A SAFETY FUNCTION A NUMBER OF THINGS MUST BE CONSIDERED, INCLUDING FREQUENCY OF USE, CABLING AND PRODUCTION ENVIRONMENT. WITH OUR SAFE LOCK YOU WILL FIND MANY OPTIONS REACHING BOTH PLd AND PLe SAFETY LEVELS.

SAFE LOCKS WITH GUARD LOCKING (PLd GL/ PLe GL) PROTECT HAZARDOUS AREAS WHERE THE HAZARD IS NOT IMMEDIATELY REMOVED AFTER A STOP REQUEST. ON MANY MACHINES, REMOVING POWER TO THE MOTOR WILL NOT IMMEDIATELY STOP THE DANGEROUS MOTION. TYPICAL APPLICATIONS ARE HIGH INERTIA ROTATING MACHINES AND MACHINES WHERE HIGH PRESSURE NEEDS TO BE RELEASED FROM PNEUMATIC AND HYDRAULIC VALVES.

WHEN CHOOSING A SAFE LOCK EQUIPPED WITH A GUARD-LOCKING SWITCH, THE SWITCH MUST BE EQUIPPED WITH AN ESCAPE RELEASE BUTTON IN ORDER FOR THE ESCAPE RELEASE HANDLE TO OPERATE CORRECTLY AND TROAX PROVIDE SEVERAL OPTIONS FOR THIS.

**PERFORMANCE LEVEL d**

** For low, medium to high risk applications where the machine stops immediately when the door is opened.

**SWITCH OPTIONS**

Guardmaster Trojan 5, Telemecanique XCS-A702, Schmersal AZ16-12 ZVRK, Euchner NZ1VZ-2131D.

**PERFORMANCE LEVEL e**

** For medium, high to very high risk applications where the machine stops immediately when the door is opened.

**SWITCH OPTIONS**


**PERFORMANCE LEVEL e GL**

** For medium, high to very high risk applications. The safety switch locks the actuator until the machine is in a safe state for the door to be opened.

**SWITCH OPTIONS**

Guardmaster TLS-Z GD2, Euchner CTP.

**PERFORMANCE LEVEL d GL**

** For low, medium to high risk applications where the machine stops immediately when the door is opened.

**SWITCH OPTIONS**


* An escape release button must be added.

Further information about performance level is available in EN ISO 13849-1. Information about interlocking devices in combination with guards can be found in ISO 14119.
MAKING YOUR WORLD SAFE